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PRODUCT NAME 

 
           ROAD MARKING PAINT 

 
DESCRIPTION 
 
 
PRINCIPAL 
 
 
 
CHARACTERISTICS 
 
 
 
 
GLOSS 
 
COLOUR 
 
 
BASIC DATA 
Mass density 
 
 
Volume content 
 
Viscosity @ 23c 
 
 
Recommended DFT 
 
Theoretical spreading 
rate 
Non pick-up time 
 
Hard dry 
 
Shelf life (cool & dry ) 
 
Flash point 
 
 
Recommended 
substrate conditions  
 
Instruction for use 
 
 
 
CLEAN UP 
 
 
PRECAUTION 
 
 
 
 
PACKAGING 
 
FLASHPOINT 

 
➢ modified alkyd, based road marking paint suitable for bituminous roads.       
                                                  
➢ Type 2 general purpose marking paint on clean road surfaces or 

demarcation lines and factories in warehouses. 
 
 
➢ Good weather resistance.  
➢ Good colour retention. 
➢ High opacity. 
➢ Easy application by brush, roller or spray with excellent flow. 
 
➢ Semi-gloss. 
 
➢ White, Black, Red, Yellow 
 
 
                                                                     
➢ ± 1.38g/cm2 
 
                                
➢ ± 46% 
                                                                                                        
➢ 93 ± 2 krebs units  
 
 
➢ New road – 150um 

Re-coat – 75um  . 
➢ 4-5m2 / litre for 150um DFT 
                                                                                        
➢ Less than 15 minutes.                                                                                                                                                                                            
➢ 45 minutes. 
                                                                          
➢ 6 months                                                                              
     
➢ 25 
 
 
➢ Bituminous surface must be clean, dry and free from gravel. 
 
                                                                        
➢ Stir well before use.       
 
➢ Temperature of paint should preferably above 15. 

  

The above is given in good faith without warranty, as location and application is out of our control. This 
Data Sheet may be modified without notice. The user should contact the sales staff at our offices for 
further information.  

 

 


