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A high quality decorative coating based on long oil alkyd based
enamel.

Dries to a tough durable finish

Used as a decorative and protective finish on interior and exterior
surfaces.

Has excellent gloss retention.

Has long lasting protection against water and weather.

Can be applied on steel, timber or masonry.

Fasy application by roller or brush.

Suitable for inland and costal conditions,

To be applied over universal undercoat, which can be applied over a
variety of primers.

Surface must be dry, clean, sound and suitable primed.

Type: Alkyd.

Gloss Level: High gloss.

Re Coating Time: 18 hours (@ 25°C.

Theoretical Spreading Rate: 9— 11m?/ litre, depending on the
substrate.

Viscosity: 60 - 65 KU

Specific Gravity: 0.95 - 1.1, depending on colour.

Solids by Volume: 42 - 46 %

Solids by Mass: 60 - 66 % :

Drying Time: Surface - 4 hours @ 25°C,

Hard - 18 hours @ 25°C.
25 - 33 micron.
12 months.

Recommended DFT:
Shelf Life:

Various.

Brush, roller and spray.

Not recommended, but if necessary mineral tarpentine,

. Mineral tarpentine.

Not recommended for areas where chemical resistance is required.
Heavy application should be avoided fo prevent wrinkling,

" Do not apply to bare metal surfaces.

Do not paint in wet conditions.

Highly flammable

Use in well ventilated areas.

Avoid skin contact.

Goggles and respirators to be worn in confined areas.

5 - 25 Litres.

37°C

The above is given in good faith without warranty, as location and application is out of our control. This Data
Sheet may be modified without notice. The user should contact the sales staff at our offices for further

information.




